=3 2018-0S5

T
| APPROVED BY PLANNING APPROVED BY FORESTRY | |\Jxl LDI
=T ,Z’.izg WSk il
1\
| Zamser  F 28 LAW0Scpp0n S/ -
TITLE DATE T‘TLé / DATE / ’ A 1! f‘r| ™ - CBMH
I Cﬂ | | NEENAH R-4353 GASTING
l ) /(?,—lﬁ-r% o { INV = 1910.50 \es/
2 3 N\— INSTALL SALVAGED STREET SIGN.
% =) Al - | COORDINATE WITH THE CITY FOR
B |
. @k 5
e : L

~ (Tvp)

~

\\ADJUST MANHOLE CASTING
TO FINISHED GRADE OF

BITUMINOUS PAVEMENT.

an

=A%
30

SYO

UNIT 5
FFE = 1899.00

UNIT 4
FFE =1897.00

S

UNIT 1
FFE = 1889.50

FFE = 1891.00

UNIT 3
FFE = 1895.75

o
e

00y I

—

View

Landscaping & Nursery

1103 136th Ave NE ~ Baldwin, ND 58521

==dnm

P:\Projects\Projects - 2016112166048 - Touchmark Duplex Cottages\C. Design\Drawing Files\12166048 C2.dwg

30 e F0 =

INV =1910.01

@

L STOP SIGN,
R1-1 @
" FES

0B ~——— g3

084 ————

SYMBOL LEGEND

NEW 5" BITUMINOUS PAVEMENT OVER
NEW 6" AGGREGATE BASE
SEE DETAIL 1/C5

MATCH EXISTING TRAIL
PAVEMENT SECTION

NEW 4" CONCRETE PAVEMENT OVER
NEW 2" CLEAN SAND
SEE DETAIL 2/C5

DRIVEWAYS TO BE INSTALLED WITH
COTTAGE CONSTRUCTION
PROPERTY LINE
EASEMENT LINE

RIGHT-OF-WAY LINE
SETBACK LINE

WHERE APPLICABLE, DIMENSIONS ARE FROM
BACK OF CURB TO BACK OF CURB OR BACK OF
CURB TO END OF STALL LINE.

»>y—————  STORM SEWER PIPE
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UTILITY NOTES
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8.

9.

It is the responsibility of the contractor to perform or coordinate all necessary utility
connections and relocations from existing utility locations to the proposed building,
as well as to all onsite amenities. These connections include but are not limited to
water, sanitary sewer, cable TV, telephone, gas, electric, site lighting, etc.

with state and local
(sanitary sewer and

shall be din
i for i Utility
watermain) may require a permit from the City.

All service

The contractor shall verify the to existing utilities

prior to any demolition or excavation.

at prop:

and utility
shall be made

The contractor shall notify all
companies 72 hours prior to ion. All y
to avoid damage to existing utilities.

Maintain a minimum of 8' of cover over all water lines and sanitary sewer lines.
Install water lines 18" above sanitary sewers, where the sanitary sewer crosses over
the water line, install sewer piping of ials equal to i for9
feet on both sides and maintain 18" of separation.

Verify location and depth of existing watermain. Where 8' of cover is not provided
over watermain, install 2" rigid polystyrene insulation with a thermal resistance of at
least 5 and a compressive strength of at least 25 psi. Insulation shall be 8' wide,
centered over pipe with 6" sand cushion between pipe and insulation. Where depth
is less than ', use 4" of insulation.

See Project for bedding requi

All RCP pipe shown on the plans shall be Class Ill in accordance with ASTM C76,
Wall B.

All utilities shall be installed per City of Bismarck standards.
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